Sway Bar Link Bushing Replacement
By Gabe A. — “Catterman”

This seems to be a common problem with the oldeis&als. It is an easy job to do and
pretty straight forward. | bought the “upgradedishings from the auto parts store for
$40 total for both sides. Compared to the dealetejof $103.02 | saved some good
money! So, here are the simple directions. Sdiouamy crappy free-hand writing!

~ Here you can see tha old anes up
" close, they ars really cracked.

[
Old ones are pretty beat up, if yours are thisymdshould replace!!!
12mm is the factory size for the bolts




line them up just like the old ones are.
This will help when you put them back
on, and they will all be in order!

il

| took them out of the box and eyeballed the oldsoim the van and lined up my new
ones in the same order. So even a fool like m& pass it up!

| suggest (I don’t know why, maybe | heard it freomeone else???) you spray your new
ones with Silicon Spray. Maybe it helps them “Séatter or just makes me feel better??



®New Bushings are in
bplace. [4mm was my®
L new size for the bolt.

& Notice the silicon

fispray on them too.

WOW, that is it. Just install the new ones theesamy the old went out. You may need
a crowbar to raise the sway bar enough to slideéwebushings in, but that is about it.
My new bolt came in a size 14mm instead of thel@ohm.

Good job, you are done! In all for both fronts yshould be able to do it in 30 minutes.



